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Z 1:1

Verwendeter Stecker:
MIN-10MR-1-18...
Mencom Corporation
www. mencomcorp.com
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TZ-R:
Orientierung 
analog zu TZ-L
(Pin dem Betäti-
gungskopf gegen-
über liegend)

  4
5 

 

  42  

Fluchtentriegelung
Beim Auslösen der Flucht-
entriegelungsfunktion
darf keine Zugkraft am Betätiger 
anliegen

ÜK = Überwachungskreis
SK = Sicherheitskreis

TZ1: Entriegelung durch Anlegen von 
        Spannung an den Elektromagneten
TZ2: Verriegelung durch Anlegen von
         Spannung an den Elektromagneten

1) Betätiger separat bestellen

2) Richtung umstellbar

3) Zur Montage an der 
    Vorrichtung/Maschinen
    müssen Sicherheits-
    schalter und Betätiger 
    zusammengefügt sein.

Die Schutzeinrichtung darf
nicht als mechanischer An-
schlag verwendet werden.

a  Leerlaufweg:
   Betätiger ist im Führungs-
   schlitz, jedoch ohne Funk-
   tion auszulösen.

b  Schaltvorgang beendet.
   Betätiger muss bis zu 
   diesem Punkt eingeführt 
   werden, um eine sichere 
   Schaltung zu gewährlei-
   sten. Zum Ausschalten 
   muss der Betätiger minde-
   stens bis Punkt a zurück-
   gezogen werden.

gezogen
geöffnet 3)

gesteckt
verriegelt 1)

Betätiger:
Schaltstellung:

gesteckt
entriegelt  2)

Schaltfunktion
TZ.L...
Betätigungsrichtung links

TZ.R...
Betätigungsrichtung rechts
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Circuit diagramm
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Pin assignment
Z 1:1

Built in receptacle:
MIN-10MR-1-18...
Mencom Corporation
www. mencomcorp.com

8
13

2

4

5

9

10
6

7

TZ-R:
Orientation 
analogue to TZ-L
(pin pointing away 
from the actuation 
head)
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Escape release 
The door may not be under tractive
force when activating the escape
release.

  39,9  

  5,5  

  3
6 

 

  4
6 

 

M8

  1
5 

 

  1
9,

5 
 

M=1,2Nm(4x)

2)

2)

1)
E (C)
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0,3
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B

ÜK = control circuit
SK = safety circuit

TZ1:  Unlocking by applying voltage
TZ2: Locking by applying voltage

Technical Data  Please observe the operating instructions (in case of disagreement between data sheet and operating instructions, the information of the data sheet are to be considered)

Switching principle

Actuator:
Switching position:

inserted
locked  1)

inserted
unlocked  2)

removed
opened 3)

1) Please order actuator separately

2) The actuator head can be turned
    to the desired approach direction
    after undoing the fixing screws.

3) For mounting on the machine 
    the safety switch and the actuator 
    have to be assembled

    It is not allowed to use safety switch 
    as a mechanical stop 

a  Pre-travel:
    the actuator is in the 
    guide, but does not initiate
    switching operation.

b  Switching operation complete:
    The actuator must be inserted
    up to this point to ensure
    reliable switching. The actuator
    must be withdrawn at least to
    point a) for switching off.

TZ.R...
actuating head on the right

TZ.L...
actuating head on the left
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