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Zur Montage an der Maschine
müssen Sicherheitsschalter
und Betätiger zusammengefügt
sein.

Sicherheitsschalter nicht als 
Anschlag verwenden!
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Positionierung
für Sicherheits-
anwendungen
(Schraube M5)
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Erforderlicher Mindestweg + zul. Nachlauf

Anfahrrichtung            Betätiger Standard     

horizontal (h)                       24,5    +5

vertikal (v)                           24,5   +5 

Schaltfunktion

Nach Lösen der Befestigungsschrauben
kann der Betätigungskopf in die 
gewünschte Anfahrrichtung umgestellt werden.

Betätigungsrichtung

Betätiger separat bestellen.

Einbaustecker ist nicht geerdet,
kein Schutzleiter vorhanden.
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Kontaktbelegung
Einbaustecker
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Betätiger
gezogen

Betätiger
gesteckt

Typ

Schaltglied
2NC

SGP.-538.. 21
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Ansicht Z
Einbaustecker

nicht ausgerichtet
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Approach direction

Please order actuator separately.

The actuator head can be turned
to be desired approach direction
after undoing the fixing screws.

Minimum Travel - overtravel

Approach direction
horizontal (h)
vertical     (v)

Standard actuator
24,5  +5
24,5  +5

The safety switch and actuator 
must be assembled for instal-
lation purposes.

The safety switch must not be 
used as an end stop.
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View Z
Connector
not aligned
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fixed positioning
for safety-related
applications
(screw M5)
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Actuator
removed

Actuator
locked

Switching principle

2NC
Contact element
SGP.-538..
Type

21
11

22
12

22
12

21
11

Connector is not on earth potential.
There is no earth conductor.
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Pin assignment
Connector
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