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Polbild RC18
Ansicht Steckseite
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Schirmfeder
voreilend mit

12

GN  RD

b

a a

b Schaltvorgang beendet.
Betätiger muss bis zu 
diesem Punkt eingeführt 
werden, um eine sichere 
Schaltung zu gewährlei-
sten. Zum Ausschalten 
muss der Betätiger minde-
stens bis Punkt a zurück-
gezogen werden.

Leerlaufweg:
Betätiger ist im Führungs-
schlitz, jedoch ohne Funk-
tion auszulösen.

Notentsperrung
Vor dem Betätigen der 

Notentsperrung muss
zuerst die Plombe ent-
fernt werden. Danach 

kann der Drehknopf bis
zum Einrasten im Uhr-

zeigersinn gedreht werden.

Vor dem Zurücksetzen 
muss der Einsrastdorn mit 

einem Stift 3 bis zum An-
schlag eingedrückt werden.
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Schaltbild

Klemmen 1 bis 6 der Leiterplattenklemm-
leiste sind mit    dargestellt

41

33

42

34

SK

UK

5

21

11

. .

PE/12

6 193

GN
LED

RD
LED

42221

11 12

3

9

17 181413

21 22 10

13

7 8

1434

42

33

41

15

16

4

1 2

5 6

1) Betätiger separat bestellen

2) Richtung umstellbar

3) Zur Montage an der 
    Vorrichtung/Maschinen
    müssen Sicherheits-
    schalter und Betätiger 
    zusammengefügt sein.

Die Schutzeinrichtung darf
nicht als mechanischer An-
schlag verwendet werden.

Steckverbinder:
RC18 (18+PE)

Gegenstecker:
077025 (gerade)
077026 (Winkel)
oder konfektionierte
Anschlußleitung
(siehe Katalog)

TZ.R..

1)

0,3

3)

Zeichnung:
TZ.L... Betätigungsrichtung links.
(Betätigungsrichtung rechts in
spiegelbildlicher Darstellung)

Beim Auslösen der Notent-
sperrung darf keine Zugkraft 
am Betätiger anliegen.

Die Verplombung muss nach
dem Rückstellen der Notent-
sperrung wieder hergestellt
werden.
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Schutzvorrichtung geschlossen Schutzvorrichtung offen

Betätiger:
Schaltstellung:

gesteckt
verriegelt

gezogen
geöffnet

Schaltfunktion

SK 2131H
ÜK 3131H

TZ1: Entriegelung durch Anlegen von
         Spannung an den Elektromagneten
TZ2: Verriegelung durch Anlegen von
         Spannung an den Elektromagneten

ÜK = Überwachungskreis
SK = Sicherheitskreis

SK 2131H
ÜK 3131H
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Pin assignment RC18
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Circuit diagram

Terminal 1 to 6 of PCB terminal
strip are shown by
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GN  RD

b

a

When using the Emergency
Release make sure there

is no tractive force
applied on the actuator

Emergency release
Take the seal off before

actuating the emergency
release.

Then turn the rotary knob
clockwise until it snaps in.
Before resetting push the
snap-in spike in as far as

it will go with a pin 3.
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2)

3)
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 4
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20 Plug connector:
RC18 (18+PE)

Connector:
077025 (straight)
077026 (angled)
or alternatively prewired
with PUR cable
(wee catalogue)
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Schutzvorrichtung geschlossen Schutzvorrichtung offen

SK 2131H
ÜK 3131H

SK 2131H
ÜK 3131H

ÜK = control circuit
SK = safety curcuit

TZ1: Unlocking by applying voltage     
TZ2: Locking by applying voltage
         

Actuator:
Switching position:

inserted
locked removed

opened

Switching principle

Illustration:
TZ.L... actuating head on left.
(actuating head on right 
 is mirror image)

1) Please order actuator separately

2) The actuator head can be turned
    to the desired approach direction
    after undoing the fixing screws.

3) For mounting on the machine the 
    safety switch and the actuator 
    have to be assembled

    It is not allowed to use safety switch 
    as a mechanical stop 

a  Pre-travel:
    The actuator is in the 
    guide, but does not initiate
    switching operation.

b  Switching operation complete:
    The actuator must be inserted
    up to this point to ensure
    reliable switching. The actuator
    must be withdrawn at least to
    point a) for switching off.

When releasing the emergency 
unlocking,no tensile forces 
must act ont the actuator.

The lead has to be restored
after readjusting the emergency 
unlocking.
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