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Hilfs-
entriegelung

Sicherungs-
schraube

 

  

 

5,3 (2x)
für M5x35mm

ISO 1207/ISO 4762
M=1,5Nm

hier nicht 
verschrauben 

(2x)
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ISO 1207/ISO 4762
M=1,5Nm
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Erforderlicher Mindestweg 

Anfahrrichtung
horizontal (h)
vertikal     (v)

Betätiger Standard
24,5      +5
24,5      +5

Zur Montage an der Maschine 
müssen Sicherheitsschalter und
Betätiger zusammengefügt sein.

Betätigungsköpfe nicht als
Anschlag verwenden!

Um die angegebene Zuhaltekraft zu erreichen, 
Schalter an den 4 vorgeschriebenen Stellen 
befestigen.

Achtung:

3NC   +  1NO
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Schaltglied

Type

5) 2 Zwangsöffner + 1 nacheilender Öffner als Türmeldekontakt.

STP-TW-4.-2131..     
STP-TW-3.-2131..     
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gesteckt
verriegelt  1)

E1 E2

Betätiger 1 und 2:
Schaltstellung:

Schaltfunktion
gesteckt

entriegelt  2)

E1 E2

gezogen
geöffnet 1)

1 bzw. 2 Betätiger

E2E1

Nach Lösen der Befestigungsschrauben
kann der Betätigungskopf in die 
gewünschte Anfahrrichtung umgestellt werden.

Betätigungsrichtung

Betätiger separat bestellen.

Ordnungsziffer
der Schaltglieder

Kontaktbelegung
Steckverbinder
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Ansicht "Z"
1:2

Steckverbinder
ausgerichtet

Technische Daten Bedienungsanleitung beachten (bei Abweichungen zwischen Datenblatt und Bedienungsanleitung gelten die Daten des Datenblattes)
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Auxiliary unlocking
mechanism

Auxiliary unlocking
screw

 

  

 

5,3 (2x)
for M5x35mm

ISO 1207/ISO 4762
M=1,5Nm

do not srew
here 

(2x)

5,3 (2x)
for M5x35mm

ISO 1207/ISO 4762
M=1,5Nm
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Minimum Travel - overtravel
Approach direction
horizontal (h)
vertical     (v)

Standard actuator
24,5      +5
24,5      +5

The safety switch and actuator must
be assembled for installation purposes.

The safety switch must not be used as
an end stop.

To achieve the stated locking force, the
mounting holes on the switch head must also
be used.

Attention:

3NC   +  1NO

42
34
22
12

41
33
21
11

41
33
21
115)

41
33
21
11

42
34
22
12

42
34
22
12

Contact element

Type

5) 2 direct opening NC + 1 delayed NC as door contact
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inserted
locked 1)

E1 E2

Actuator 1 and 2:
Switching position:

Switching principle
inserted

unlocked 2)

E1 E2

removed
open 1)

1 and / or 2 Actuator

E2E1

The actuator head can be turned
to be desired approach direction
after undoing the fixing screws.

Approach direction

Please order actuator separately.

Ordinal numbers of
switching elements

Pin assignment,
plug connector
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View "Z"
1:2

Connector
aligned

Technical Data Please observe the operating instructions (in case of disagreement between data sheet and operation instructions, the information of the data sheet are to be considered)
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