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EN IEC 60529 IP67 / IP69 / IP69K

2

1 x 106 

UB DC 24 -20 … +55 °C

20 m/

3900 N

EN ISO 14119 Zh 3000 N

0.42 kg

5 mm

20 N

EN 60947-5-2 DC-13 24 V 150 mA

UB DC 24V±15%

40 mA

400 mA

DC 24 V +10 %/-15 %

100 %

6 W

0.5 Hz

UOA/UOB
UOA/UOB
UOA/UOB

UB - 1.5
0

-
-

UB
1

V DC

1 - 150 mA

10

400

 Ir 0.25

0L/0D/OI
0.8 x UB UB V DC

1 50 mA

20

4

 (PL) e

PFHd 4.1 x 10 -9

NBR

EN IEC 60529 IP67 / IP69 / IP69K

0.03 kg

1 x 106 

5 mm

-20 °C +55 °C

max. 3900 N
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CTP

20 CTP

CTP 

CTP

L1 

AR

M12, 5  /M12, 8 122812 / CTP-L1-AR-U-HA-AZ-SAB-122812
M12, 5  /M12, 8 122813 / CTP-L1-AR-U-HA-AE-SAB-122813
M23, 19 123362 / CTP-L1-AR-U-HA-AZ-SH-123362
M23, 19 g 123373 / CTP-L1-AR-U-HA-AE-SH-123373
M12, 5  / M12, 8 123307 / CTP-L1-AR-M-HA-AZ-SAB-123307
M12, 5  / M12, 8 123308 / CTP-L1-AR-M-HA-AE-SAB-123308
M23, 19 123363 / CTP-L1-AR-M-HA-AZ-SH-123363
M23, 19 g 123374 / CTP-L1-AR-M-HA-AE-SH-123374

AP

M12, 5  / M12, 5 124468 / CTP-L1-AP-U-HA-AZ-SII-124468
M12, 5  / M12, 5 127640 / CTP-L1-AP-U-HA-AE-SII-127640
M12, 8 124225 / CTP-L1-AP-U-HA-AZ-SA-124225
M12, 8 126912 / CTP-L1-AP-U-HA-AE-SA-126912
M23, 19 g 123364 / CTP-L1-AP-U-HA-AZ-SH-123364
M23, 19 g 123375 / CTP-L1-AP-U-HA-AE-SH-123375
M12, 8 124727 /CTP-L1-AP-M-HA-AZ-SA-124727
M23, 19 123365 /CTP-L1-AP-M-HA-AZ-SH-123365
M23, 19 123376 / CTP-L1-AP-M-HA-AE-SH-123376

L2 
AR

M12, 5  / M12, 8 122814 / CTP-L2-AR-U-HA-AZ-SAB-122814
M23, 19 123366 / CTP-L2-AR-U-HA-AZ-SH-123366
M12, 5   /M12, 8 123361 / CTP-L2-AR-M-HA-AZ-SAB-123361
M23, 19 g 123369 / CTP-L2-AR-M-HA-AZ-SH-123369

AP

M12, 8 124728 / CTP-L2-AP-U-HA-AZ-SA-124728
M12, 8 136841 / CTP-L2-AP-U-HA-AE-SA-136841
M23, 19 g 123370 / CTP-L2-AP-U-HA-AZ-SH-123370
M12, 8 g 124729 / CTP-L2-AP-M-HA-AZ-SA-124729
M23, 19 123371 / CTP-L2-AP-M-HA-AZ-SH-123371

L1 ASi
M12, 4 124987 / CTP-L1-AS1B-U-HA-AZ-SJ-124987
M12, 4 126644 / CTP-L1-AS1B-U-HA-AE-SJ-126644

L2 ASi M12, 4 124988 / CTP-L2-AS1B-U-HA-AZ-SJ-124988

CTP

126015 / A-C-H-G-SST-126015
122667 / A-C-H-W-SST-122667
122668 / A-C-H-W-SST-122668
122675 / A-C-H-RO-LS-122675
122676 / A-C-H-RU-LS-122676
122671 / A-C-H-RL-LS-122671
122672 / A-C-H-RR-LS-122672

EN ISO 13849-1 4/PL e
IP67 / IP69 / IP69K

3900N

CTP 123653/ CTP-AC-123653
CTP 123655 / CTP-ACF-123655

CTP 123659 / BTC-CTP-S-TH-00-X
CTP 123660 / BTC-CTP-S-TH-01-F

CTP 123657 / Bolt CTP-6FK-123657
CTP 123658 / Bolt CTP-6FK-F-123658

CTP 126026 / AM-P-126026
123411 / AE-L-C-H-123411


