Technische Anderungen vorbehalten, alle Angaben ohne Gewihr / Subject to technical modifications; no responsibility is accepted for the accuracy of this information. ~ © EUCHNER GmbH + Co. KG g @ MaRe in mm / Dimensions in mm

Datenblatt / Data Sheet CTA-L.-BP-...-AP-SlI
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- Grundstellung Schutzeinrichtung schliessen.
Auxiliary unlocking Zuhaltung entriegeln und die Schutz-
mechanism einrichtung geschlossen halten.
Basic position Maschine darf sich nicht starten lassen.
Setup:
. Close the safety guard. Unlock the guard
Sicherungsschraube locking and keep the safety guard closed.
Auxiliary unlocking screw The machine must not be induced/
inilated for start.
LED
STATE - griin / green
H— -l "} - lE)IO:K _?:tlt/) :g:llow Bei Betatigung der Hilfsentriegelung
+ 7 darf die Tir nicht unter Zugkréften stehen.
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' When actuating the auxiliary unlocking
<42> 30 mechanism the door must not be under
tractive forces.
40
Betatiger separat bestellen.
; - Please order actuator separately.
Ansicht / View 2 Ansicht / View Y
M12 5-polig / pole ©
X1 Steckverbinder ~
+ ausgerichtet / Nachristung fir Fluchtentriegelung méglich /
Plug connector aligned Refitting to escape release is possible
X |I™~M12 5-polig/pole
Sicherheitsausgéinge 165454  |CTA-L1-BP-U-HA-AP-SII-165454
| safet tput
ately oupd ID-Nr. / ID No. Typ / Type
Steckerbelegung Sicherheitsschalter 2xM12 (Sll) BP Ausgangsfamilie
Plug connection safety switch with 2xM12 (Sll) BP output family
PIN |Bezeichnung / PIN (Bezeichnung/
. 5-polig / 5 pole . 5-polig / 5 pole
Marking peligisp Marking pofigisp
Betriebsspannung Elektronik 24 V DC /
X1.1 uB X2.1 - .
Electronics operating wltage 24 V DC n-e
X1.2 FO1A Sicherheitsausgang Kanal A / X2.2 obic Meldealu.sgang T.urs?ellung/Kommunlka.tlon./
Safety output, channel A Door position monitoring output/comm unication
Betriebsspannung Elektronik 0 V DC / Betriebsspannung Magnet 0 V DC /
X1.3 ovuB X2.3 IMM
Electronics operating wltage 0V DC Solenoid operating wltage 0 V DC
Sicherheitsausgang Kanal B / Betriebsspannung Magnet 24 V DC /
X1.4 FO1B I~ X2.4 IMP
L Safety output, channel B Solenoid operating woltage 24 V DC
X1.5 - n.c X2.5 - n.c
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