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Datenblatt / Data Sheet MGB-L..B-El.-.-......
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Detail A

Sperrverriegelung im

ausgefahrenen Zustand

Automatic lockoutbar in "open" position.

M12 A-coded (Stecker/ male) 4-polig
M12 A-coded (Buchse/ female) 4-polig
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Blenden-Set fiir Taster inklusive: & & & |g8 3 8 3 é@
Lens-Set for button including: = = = |Fo
2x weiss | white MGB-L1B-EIA-R-136473 X RASTEND
1x blau / blue R LATCHING
1x gelb / yellow 190", Form v
1x grin / green MGB-L1HEB-EIA-R-166742 X X X NOT-HALT I I o
Taster | WEISS ROT GRUN R,
1x rot / red Emergency | WHITE RED GREEN | remowble
MGB-L1B-EIA-L-136485 X stop
L 0 1
MGB-L1HEB-EIA-L-166743 X X X : :
EtherNet/IP
i::z?g::e/ /D;;f:::sks Eingangsbereich / Input range: Bit 7 6 5 4 3 2 1 0
Connection header Byte 0 - \ - | | - \ - | DA | CF \ RM
Standardfunk tionen Connection header Byte 1 DiagnosticSequenceCount
Standard functions Connection header Byte 2 - - - - - - - -
Connection header Byte 3 - - - - - - - -
Sichere Funk tionen Failsafe input 0 Byte 4 - - - - - - FI.S91 | FLES
Safe functions (FL) Failsafe input 1 sor1 _BveS [FLUK | FISK| - - - FLL | FLB | FLD
Input 0 Byte 6 - - - - - - - -
Input 1 Byte 7 - - - - - - - -
Standardfunk tionen Input 2 Byte 8 - S4.1 - S31 - S2.1 - -
Standard functions Diagnostics Be9 | DLT| - |DoL| - |DS91|DES|DPF| -
Fault code Byte 10 FaultCode
Fault code Byte 11 FaultCode
Betriebsanleitung beachten Ausgangsbereich / Output range: Bit 7 6 5 4 3 2 1 0
(bei Abweichungen zwischen Sichere Funktion ) Byte 0
Datenblatt u. Betriebsanleitung Safe function (FO.) Failsafe output 0 Ve - - - - - - - FO.L
elten die Daten des Datenblattes Byte 1 R B R B B R B R
9 ) Standardfunk tionen gu:pu:? Slot 1 B;te P o o o
Standard functions utpu - - - - -
Please observe the Control and ACK Bye3 | QPF| QG | - } } } ) }
operating instructions
(in case of disagreement between DA=Diagnostic active Fl.SK=Dand B D.LT=Lifetime F1.591 =591 key switch position * FO.L=Guard locking

data sheet and operating instructions,
the information of the data sheet
are to be considered)

CF = Connection faulted
RM =Run mode
FLUK=D and Band L

FI.L=Guard locking
FI.B=Bolt position
FI.D = Door position

* F1.S91 is described as FI.EN on the operating instruction and AOI
** D.S91 is described as D.EN on the operating instruction and AOI

2152889 -2-27.02.24 - ER - KJ - KM Blatt/sheet 1/1

EUCHNER GmbH + Co. KG

Kohlhammerstrale 16
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Tel.

D.OL =Guardlocking
D.ES=Emergencystop
D.PF=Plausibility fault

+49/711/7597-0

D.591 =Key switch fault **

Fax +49/711/753316

www.euchner.de

Q.PF =Acknowledge plausibility fault
Q.G=Acknowledge all

info@euchner.de
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