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Betétiger separat bestellen.
ldent-Nr Typ
Technische Daten Bedienungsanleitung beachten (bei Abw eichnungen zw ischen Datenblatt und Bedienungsanleitung gelten die Daten des Datenblattes)
Parameter Wert Einheit
Gehausewerkstoff Leichtmetall - Druckguss
Schutzart nach EN IEC 60529 IP 85
Einbaulage beliebig
Mechanische Lebensdauer 1x 10° Schaltspiele
Umgebungstemperatur -20 ... +70 °C
Anfahrgeschwindigkeit max. 20 m/min
Betatigungs- / Auszugs- / Rickhaltekraft 35/30/20 N
Zuhaltekraft max. 3000 N
Zuhaltekraft Fzh nach Prifgrundsatz GS-ET-19 2300 N
Betatigungshaufigkeit 1200 1/h

Verriegelungsarten

STA3: 1) Mechanisch verriegelt. 2) Entriegelt durch Anlegen von

STA4: 1) Verriegeln durch Anlegen von Spannung. 2) Spannungslos

Betatiger gesteckt: Spannung. 3) Gedfinet bei gezogenem Betétiger. entriegelt . 3) Gedfinet bei gezogenem Betétiger.

Masse ca. 0,6 kg
Magnetbetriebsspannung +10% \4
je nach Typ (Typbezeichnung) -15% AC/DC 24

Einschaltdauer ED 100 %
Anschlussleistung 8 w
Schaltprinzip Schleichschaltglied

Kontaktwerkstoff Silberegierung, hauchwvergoldet

Anschlussart Einbaustecker RC18 (18-polig + PE)

Bemessungsisolationsspannung Ui 50 \
BemessungsstoR spannungsfestigkeit Uimp 1,5 kV
Gebrauchskategorie AC-15 4A 50V

nach EN 60947-5-1 DC-13 4A 24V

Schaltspannung min. bei 10 mA 12 V
Schaltstrom min. bei 24 V 1 mA
Konventioneller themmischer Dauerstrom Ith 4 A
Kurzschlussschutz (Steuersicherung) 4 A gG
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& Please order actuator separately. d.-No. Type
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§ Technical Data Please observe the operating instructions (in case of disagreement betw een data sheet and operating instructions, the information of the data sheet are to be considered)
’-g Parameters Value Unit
€ Housing material Die-cast alloy
8 Degree of protection according to IEC 60529 IP 65
% Installation position any
o Mechanical senice life 1x 10° Sw ichting cycles
()
% Ambient temperature -20 ... +70 °C
2 Approach speed max. 20 m/min
a Actuating- / extraction- / retention force 35/30/20 N
E Locking force, F max. 3000 N
2 Locking force Fzh incl. safety margin acc. to GS-ET-19 2300 N
3 Actuating frequency 1200 1/h
2 Locking methods STA3: 1) Mechanically locked. 2) Unlocking by applying STA4: 1) Locking by applying voltage. 2) Unlocked
2 Actuator inserted: voltage up to position unlocked. 3) Open ifactuator is removed. without voltage. 3) Open ifactuator is removed.
@ -
< Weigth approx. 0,6 kg
[=>) 0 n
Solenoid operating voltage +10% v
& perating voltag o AC/DC 24
© -15%
T Duty cycle 100 %
8 Connected load 8 W
o Switching principle Dependent action contact element
g Contact material Silver alloy, gold flashed
e Type of connection Plug connector - RC18 (18-pin + PE)
[
[N Rated insulation wltage Ui 50 Vv
5 Rated impulse withstand voltage Uimp 1,5 kV
3 Utilization category according AC-15 4A 50V
Z to EN 60947-5-1 DC-13 4A 24V
% Switching voltage min. 10mA 12 v
-2 Switching current min. at 24V 1 mA
é Conwentional thermal current Ith 4 A
L Short circuit protection (control circuit fuse) 4 AgG
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