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TeChn|SChe Daten Bedienungsanleitung beachten (bei Abweichungen zwischen Datenblatt und Bedienungsanleitung gelten die Daten des Datenblattes)

Technische Anderungen vorbehalten, alle Angaben ohne Gewihr / Subject to technical modifications; no responsibility is accepted for the accuracy of this information.

Parameter Wert Einheit
Gehausewerkstoff Glasfasenerstarkter Thermoplast
Schutzart nach EN IEC 60529 IP 65
Einbaulage beliebig
Mechanische Lebensdauer 1x 108 Schaltspiele
Umgebungstem peratur -20 ... +55 [°Cl
Anfahrgeschwindigkeit max. 20 [m/min]
Betatigungs- / Auszugs- / Rickhaltekraft 35/30/20 [N]
Zuhaltekraft max. 2500 [N]
Zuhaltekraft Fzh nach Prufgrundsatz GS-ET-19 2000 [N]
Verriegelungsarten STP-TW-3: Mechanisch verriegelt, 1) entriegelt durch Anlegen von
Betatiger gesteckt: Spannung 2). Gedfinet 3) bei gezogenen Betatigem.
STP-TW-4: Verriegeln 1) durch Anlegen von Spannung. Spannungslos
entriegelt 2). Gedffnet 3) bei gezogenem Betatiger.
Masse 0,6 [kg]
Magnetbetriebsspannung 10%
je nach Typ (Typbezeichnung) -15% AC/DC 24
Einschaltdauer ED 100 [%]
Anschlussleistung Entriegelungsmagnet 8 W]
Schaltprinzip Schleichschaltglied
Kontaktwerkstoff Silberlegierung, hauchwvergoldet
Anschlussart Steckverbinder SR11 (11Pole)
Anschlussquerschnitt 1,5 [mm?3
Bemessungsisolationsspannung U; 50 N2
BemessungsstoRspannung U, 1,5 [kV]
Gebrauchskategorie nach EN 60947-5-1 AC-15 4A 50V
DC-13 4A 24V
Schaltspannung min. bei 10 mA 12 [Vl
Schaltstrom min. bei 24 V 1 ImA]
Konwentioneller thermischer Dauerstrom Ith 4 [A]
Kurzschlussschutz (Steuersicherung) 4 [A gG]
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i TeCh n |Ca| Data Please observe the operating instructions (in case of disagreement between data sheet and operation instructions, the information of the data sheet are to be considered)
S Parameters Value Unit
é Housing material Reinforced therm oplastic
g Degree of protection according to EN IEC 60529 IP 85
% Installation position any
g Mechanical senice life 1x 108 Switching cycles
é Ambient temperature -20 ... +55 [°C]
5 Approach speed max. 20 [m/min]
B Actuating- / extraction- / retention force 35/30/20 [N]
'_% Locking foce, F max. 2500 [N]
>
@ Locking force Fzh (incl. safety margin acc. to GS-ET-19) 2000 [N]
= Locking methods STP-TW-3: Mechanically locked, 1) unlocking by applying
'% Actuator inserted: wltage up to position unlocked 2). Open 3) if actuator is removed.
(O] STP-TW-4: Locking 1) by applying woltage. Unocked 2)
g without voltage. Open 3) if actuator is remowved.
S Weignt 0.6 [kg]
o - - o
_‘3’ Solenoid operating wltage 10% AC/DC 24
=2 -15%
; Duty cycle 100 [%]
© Connected load 8 W]
E Switching principle Slowaction contact element
< Contact material Silver alloy, gold flashed
g Type of connection Plug connector SR11
g Terminal cross-section 1,5 [mm?]
[
g, Rated insulation woltage U, 50 V1
2 Rated impulse withstand oltage U, 1.5 [kV]
E Utilization category according to EN 60947-5-1 AC-15 4A 50V
'g DC-13 4A 24V
3 Switching voltage min. 10 mA 12 vl
g Switching current min. at 24 V 1 [mA]
2 Conventional themal current Ith 4 [A]
Short circuit protection ( control circuit fuse) 4 [A gG]
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