
Ansicht "Z"
Steckverbinder

ausgerichtet

11 10
9

7

8
1

6
5

4
3
2

  30  
  <40>  

v

h

Sicherungsschraube

Hilfentriegelung

5,3 (4x)
für M5x35mm
ISO 1207/ISO 4762
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Entriegelt

Fluchtentriegelung
Grundstellung
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4) 2 Zwangsöffner 
    + 1 nacheilender Öffner als Türmeldekontakt
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SchaltgliedType

Betätiger separat bestellen.

Betätigungsrichtung
Nach Lösen der Befestigungsschrauben
kann der Betätigungskopf in die
gewünschte Anfahrrichtung 
umgestellt werden.
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Sicherheitsschalter so anbauen,
dass die Fluchtentriegelung nur vom
Gefahrenraum aus zu betätigen ist.

Funktion:
   - Hebel in Stellung       : Schalter betriebsbereit
   - Hebel in Stellung       : Schalter entriegelt

Bei Betätigung der Fluchtentriegelung
darf die Tür nicht unter Zugkräften stehen.

Beim Betätigen der Fluchtentriegelung
werden die Kontakte 21-22 und 41-42 
unterbrochen und der Schalter mechanisch
entriegelt. Der Zustand der Kontakte
1x-1x und 3x-3x kann variieren.

!

 X  (2 : 1)

Vor Inbetriebnahme
Funktion prüfen

Formschluss zwischen 
Welle und Hebel herstellen

Hebel Fluchtentriegelung
immer auf der vertieften
Seite einbauen

Ordnungsziffer
der Schaltglieder

Kontaktbelegung
Steckverbinder
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Betätiger:
Schaltstellung:

gesteckt
verriegelt  1)

gesteckt
entriegelt  2)

gezogen
geöffnet 3)

Schaltfunktion

Erforderlicher Mindestweg + zul. Nachlauf

Anfahrrichtung
horizontal (h)
vertikal     (v)

Betätiger Standard
24,5      +5
24,5      +5

Zur Montage an der Maschine 
müssen Sicherheitsschalter und
Betätiger zusammengefügt sein.

Betätigungsköpfe nicht als
Anschlag verwenden!
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View "Z"
Connector aligned
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Auxiliary
unlocking
screw

Auxiliary unlocking
mechanism

5,3 (4x)
for M5x35mm
ISO 1207/ISO 4762

Z

4

30

14

  16  

  <42>  

  <
28

> 
 

  2
2 

 

  1
90

,3
  

  53  

  74,7  

PG
13

,5
 (3

x)

35
,8 41

,8

14
4

67
,5

  61,5  

X

unlocked

normal position
emergency

release
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4) 2 direct opening NC
    + 1 delayed NC as door contact
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3NC    + 1NOSTP3A-2131..
STP4A-2131..

Contact elementType

Please order actuator separately.

Approach direction
The actuator head can be turned
to be desired approach direction
after undoing the fixing screws.
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Mount safety switch so  that the
emergency release can only be
activated from the danger area.

Function:
   - Lever in position       : switch ready for operation
   - Lever in position       : switch unlocked

When actuating the emergency release, the door
must not stay under tractive forces

When activating the escape release, the contacts
21-22 and 41-42 are interrupted and the switch
is unlocked mechanically. The state of the contacts
1x-1x and 3x-3x may vary.

!

 X  (2 : 1)

Test function
before setup.

Establish a positive fitting
between shaft and lever.

Always mount lever of
the emergency release
on recessed side.

Orginal numbers of
switching elements

Pin assignment
plug connector
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Minimum Travel - overtravel
Approach direction
horizontal (h)
vertical     (v)

Standard Actuator
24,5      +5
24,5      +5

The safety switch and actuator must
be assembled for installation purposes.

The safety switch must not be used as
an end stop.

Actuator:
Switching position:

inserted
locked 1)

inserted
unlocked 2)

removed
open 3)

Switching principle
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