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Certificate Number  20170811-E155795
Report Reference  E155795-20070306
Issue Date  2017-AUGUST-11

Issued to: EUCHNER GMBH + CO KG

POSTFACH 10 01 52
LEINFELDEN
70745 ECHTERDINGEN GERMANY

This is to certify that ~SWITCHES, INDUSTRIAL CONTROL
representative samples of  See Addendum Page for Models

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 508, Industrial Control Equipment
CSA 22.2 No. 14-13, Industrial Control Equipment

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's
Certification and Follow-Up Service.

Look for the UL Certification Mark on the product.

Bruce Mahrenholz, Director North American Certification Program
UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/
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This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

Limit Switches, Industrial Control — Models:

NO1 followed by D, K or R, followed by 550, 562, 572 or 596, followed by any combination of letters
and/or alpha numeric suffixes.

NBO1 followed by D, K or R, followed by 556, 588, 596 or 615, followed by any combination of
letters and/or alpha numeric suffixes.

N1A followed by B, D, K (only in combination with 502 or 508), R, RL or W, followed by 502,
508 or 514, may be followed by LE024 or LEO60, may followed by any combination of letters and/or
alpha numeric suffixes.

SNOL1 followed by D, K or R, followed by 553, 558 or 596, may followed by any combination of letters
and/or alpha numeric suffixes.

NG followed by 2, followed by DO, FO, HB, HO, HS, KO, RG, RS, RK, RB, RL, SB, SM, VB, VS
or WO, followed by 510, 510AU or 511, may be follow by SEM4 or SVM5, may be followed by LO60,
may be followed by any combination of letters and/or alpha numeric suffixes.

NZ followed by 2, followed by DO, HB, HO, HS, PB, PS, RG, RK, RB, RL, RS or WO, followed
by 511, 528, 538, 2121, 2131 or 3131, may be followed by SEM4 or SVM5, may be followed by LO60,
may be followed by letters and/or alpha numeric suffixes.

NZz2VZ followed by 511, 528, 538, 2121, 2131 or 3131, followed by E, may be followed by
SEM4 or SVM5, may be followed by L060, may be followed by any combination of letters and/or alpha
numeric suffixes.

GP followed by 2 or 3, followed by 528, 538, 2121, 2131, 3131 or 4131, followed by A thru N,
may be followed by L060, may be followed by any combination
of letters and/or alpha numeric suffixes.

SGP, may be followed by TW, followed by 2 or 3, followed by A thru Q, followed by 528, 538,
2121, 2131, 3131 or 4131, followed by A thru N, may be followed by LO60, may be followed by any
combination of letters and/or alpha numeric suffixes.

NP followed by 2 or 3, followed by 618, 628, 638 or 648, may be followed by any combination
of letters and/or alpha numeric suffixes.

TP, may be followed by Bl or TW, followed by 1 thru 6, followed by 528, 537, 538, 2121, 2131,
4120, 4121, 4131 or 4141, followed by A thru N, followed by 024, may be followed by L024, may be
followed by any combination of letters and/or alpha numeric suffixes.

STP, may be followed by Bl or TW, followed by 1, 2, 3 or 4, followed by A thru Q, followed by 528, 537,
538, 4131, 2131, 4121 or 4141, followed by A, B, C or D, followed by 024, may be followed by L024,
may be followed by any combination of letters and/or alpha numeric suffixes.

Bruce Mahrenholz, Director North American Certification Program

uLLLC
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SGA, may be followed by TW, followed by 2 or 3, followed by A thru Q, followed by 528, 538, 2121,
2131, 3131 or 4131, followed by A thru N, may be followed by L024, followed by any combination of
letters and/or alpha numeric suffixes.

RPS, followed by 2121, 2131 or 3131, followed by P or S, followed by C or R, followed by 100, 175 or
300, followed by any combination of letters and/or alpha numeric suffixes, may be followed by 024.

RPS-M, may be followed by E, followed by 2131 or 3131, followed by S, followed by C or R, followed by
100, 175 or 300, followed by any combination of letters and/or alpha numeric suffixes.

STF followed by 1, 2, 3 or 4, followed by A thru Q, followed by L or R, followed by 528, 537,
538, 4131, 2131, 4121 or 4141, followed by A, B, C or D, followed by 024, may be followed by L024,
may be followed by any combination of letters and/or alpha numeric suffixes

STA may be followed by BI, TW or FS followed by 1, 2, 3 or 4, followed by A thru Q, followed by
4131, 2131, 4121 or 4141, followed by A, B, C or D, followed by 024, may be followed by L024, may be
followed by any combination of letters and/or alpha numeric suffixes.

TK followed by 1 or 2, followed by 528, 537, 538, 4131, 2131, 4121 or 4141, followed by A, B,
C, D, followed by A or B, followed by 024, may be followed by L024, may be followed by any
combination of letters and/or alpha numeric suffixes.

TX followed by 1, 2, 3 or 4, followed by A, B, C or D, followed by A, B, C or D, followed by 024,
may be followed by any combination of letters and/or alpha numeric suffixes

NX followed by 2 or 3, followed by 528, 538, 2121, 2131 or 3131, followed by A, B, C or D, may
be followed by L024, may be followed by any combination of letters and/or alpha numeric suffixes

TZ followed by 1 or 2, followed by L or R, followed by A, B, C, D or E, followed by 024 or 048,
followed by any combination of letters and/or alpha numeric suffixes, may be followed by blank or V,
may be followed by A, B or F (only in combination with V), may be followed by A, B or G (only in
combination with V), may be followed by any combination of letters and/or alpha numeric suffixes
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uLLLC
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